


f 


j! S nN 
iby 4 ‘ ts Me , 









Institutional Archive of the Naval Postgraduate School 


Calhoun: The NPS Institutional Archive 
DSpace Repository 


Theses and Dissertations 1. Thesis and Dissertation Collection, all items 


1983 


Stimulated Cerenkov radiation beam monitor. 


Pugh, Kenneth Scott. 


Monterey, California. Naval Postgraduate School 


http://ndl.handle.net/10945/19998 


Downloaded from NPS Archive: Calhoun 


| Calhoun is the Naval Postgraduate School's public access digital repository for 
_ (8 D U DLEY research materials and institutional publications created by the NPS community. 
«ist | et Calhoun is named for Professor of Mathematics Guy K. Calhoun, NPS's first 
TT \ KNOX appointed -- and published — scholarly author. 
http://www.nps.edu/library 






LIBRARY Dudley Knox Library / Naval Postgraduate School 
411 Dyer Road / 1 University Circle 
Monterey, California USA 93943 


‘ 
' 
i 
i | 
1 
‘ i 
1 | 
' ' 
: vv 1 | 
‘ 
i ' 
L 
' 
' 
| 
t 
| 
fF 
r t 
' 
i) 
i 1} 7) 
’ ar 
a1 
7 i | xk 
1] 
i 4 
te ‘ 


= 


Way mae 


vir ‘ 


ny ' 


, 
* 


I 

















NAVAL POSTGRADUATE SCHOOL 


Monterey, Galifornia 





eae St 


STIMULATED CERENKOV RADIATION BEAM MONITOR 
by 


Kenneth Scott Pugh 


June 1983 


Thesis Advisor: Pune bus mink 





Approved for public release; distribution unlimited 


1298816 





SECURITY CLASSIFICATION OF THIS PAGE (When Data Entered) 


READ INSTRUCTIONS 


4. TITLE (and Sudtitte) S. TYPE OF REPORT 4&4 PERIOD COVERED 


Master's Thesis; 
STIMULATED CERENKOV RADIATION BEAM MONITOR June 1983 


6. PERFORMING ORG. REPORT NUMBER 


7. AUTHOR(e) 8. CONTRACT OR GRANT NUMBER(ae) 


Kenneth Scott Pugh 













9. PERFORMING ORGANIZATION NAME ANO AOODRESS 10. PROGRAM ELEMENT, occa: TASK 
AREA & WORK UNIT NUMBE 
Naval Postgraduate School 


Monterey, California 93940 
REPORT OATE 
_ une 1983 


NUMBER OF PAGES 


66 pages 
SECURITY CLASS. (of thie report) 





11. CONTROLLING OFFICE NAME ANDO AOORESS 


Naval Postgraduate School 
Monterey, California 93940 


- MONITORING AGENCY NAME & AODORESS(if different from Controlling Office) 
















TS 








Unclassified 
—a 
SCHEDULE 


Approved for public release; distribution unlimited 





DISTRIBUTION STATEMENT (of thie Report) 


17. OISTRIBUTION STATEMENT (of the ebetract entered in Block 20, Ili dillerent from Report) 


- SUPPLEMENTARY NOTES 


- KEY WORDS (Continue on reveree elde if necessary and identify by block number) 


Stimulated Cerenkov Radiation 
Beam Monitor 





20. ABSTRACT (Cantinue on reveree side if neceseary and identity by biock number) 


It has been suggested that many important characteristics of a bunched 
relativistic electron beam might be determined by monitoring the Cerenkov 
radiation produced as the beam passes through or very close to a dielectric 
medium. This report describes an effort to produce stimulated Cerenkov 
radiation (SCR) in a dielectric slab using a bunched beam of 100 MEV 
electrons from a linear accelerator. Although the method used displayed 
only limited success, the results were consistent with previous work 


OD , rome, 1473. «EDITION OF 1 NOV 6518 OMSOLETE 


JAN 73 
/N e » e FE Se eS 
See 61660) ] SECURITY CLASSIFICATION OF THIS PAGE (When Deta Enterec’ 





aa 
SECURITY CLASSIFICATION OF THIS PAGE (When Data Entered) 


20. (Continued) 


and further confirmed the basic ideas regarding SCR production. 


In conjunction with the experimental work performed, an analysis 
was conducted concerning the manner in which various electron charge 
distributions which might be used to describe how the electron bunches 
affect the Cerenkov radiation emitted by the beam. In principle, 
the results imply that proper monitoring of the Cerenkov radiation 
from a beam should allow one to deduce the total bunch charge and 
charge distribution. 





SN 0102- LF- 014-660) 


a 
SECURITY CLASSIFICATION OF THIS PAGE(When Data Entered) 


2 





Approved for public release; distribution unlimited 


Stimulated Cerenkov Radiation Beam Monitor 


by 


Kenneth Scott Pugh 
Lieutenant, United States Navy 
B.S., U.S. Naval Academy, 1976 


Submitted in partial fulfillment of the 
requirements for the degree of 


MASTER OF SCIENCE IN PHYSICS 


Eron tne 


NAVAL POSTGRADUATE SCHOOL 
June 1983 





~Y “nox Library 
CSA aa OF | 93943 a 


ABSTRACT 


It has been suggested that many important characteris- 
tics of a bunched relativistic electron beam might be 
determined by monitoring the Cerenkov radiation produced as 
the beam passes through or very close to a dielectric 
medium. This report describes an effort to produce 
stimulated Cerenkov radiation (SCR) in a dielectric slab 
using a bunched beam of 100 MEV electrons from a linear 
accelerator. Although the method used displayed only 
limited success, the results were consistent with previous 
work and further confirmed the basic ideas regarding SCR 
Becauction. 

In conjunction with the experimental work performed, an 
analysis was conducted concerning the manner in which 
various electron charge distributions which might be used to 
describe how the electron bunches affect the Cerenkov 
radiation emitted by the beam. In principle, the results 
imply that proper monitoring of the Cerenkov radiation from 
a beam should allow one to deduce the total bunch charge and 


emanrge distribution. 
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(NT RODUCTION 


A charged particle which passes through or sufficiently 
close to a medium at a speed greater than that of light in 
the material will act together with the particles in the 
medium to produce a continuous spectrum of electromagnetic 
radiation. Although this effect was observed earlier by 
others, P. A. Cerenkov is recognized for his work in 1934 as 
having discovered and in 1937, together with I. M. Frank and 
IT. E. Tamm, being first to correctly describe the process 
producing what is now referred to as Cerenkov radiation. 
Mietl as recently as the late 1970's this form of radiation 
has received comparatively little study, with the emphasis 
during the intervening years being placed upon the exigent 
development of radiation sources and uses in the radio, 
radar and most recently, microwave regions of the spectrum. 
It now appears that technologies developed during these 
years have been advanced to their useful limits in the 
effort to produce radiation sources in the millimeter 
wavelength (and shorter) regions of the spectrum. Sources, 
especially tuneable ones, in this region would allow the 
progress of major developments in communications, plasma and 
fusion physics, medicine and other fields. It is this need 


for millimeter wavelength sources which has renewed interest 





in the study of Cerenkov radiation. Recent results of J. &. 
Walsh and others working at Dartmouth have shown that it is 
possible to produce millimeter radiation at high power 
levels using an intense relativistic electron beam and a 
dielectric resonator in a cylindrical waveguide [Ref. 1]. 
fmeethnis method, the beam interacts with the dielectric to 
produce Cerenkov radiation and in turn is effectively 
coupled to the waveguide modes occupied by the Cerenkov 
radiation as ae propogates within the waveguide. The 
coupling allows some beam energy to be transferred to the 
waveguide modes which are thus amplified. Although the 
Cerenkov spectrum in continuous (it does not however include 
the x-ray and gamma ray or shorter regions of the spectrum) 
[Ref. 2: p. 6] and its energy will reside in many waveguide 
modes at differing frequencies, it is peaked ina particular 
mode. This was shown theoretically by Abele in 1952 

(Ref. 3: p. 63]. Abele also showed that for the case being 


considered, 
Wo 2 (1) 


where Wo is the power in the peak power mode and Z is the 
Interaction distance. This means that longer interaction 
distances have the effect of shifting the power from many 
waveguide modes into the peak power mode. Consistent with 


Abele's findings, Walsh also showed that the frequency 





favored by the resonator depends only on its geometry and 
material properties, suggesting that a proper choice of 
these parameters would allow generation of radiation at any 
practical wavelength within the Cerenkov spectrum. One 
experiment conducted by Walsh's group obtained 1MW peaked at 
60GHZ (5mm) [Ref. 4]. 

A separate effort to develop a tuneable source of short 
wavelength radiation which has been studied and tested witn 
some success involves the free electron laser (FEL). For 
the reader unaquainted with the FEL, its theory of operation 
is available in many references. For this purpose, it 1s 
adequate to say that such a device uses a magnetic field 
which varies spatially, temporally, or in both ways, to 
perturb or wiggle the trajectories of electrons ina highly 
relativistic beam in such a way as to produce coherent 
radiation. The beam used in the FEL and in the Cerenkov 
resonator must be bunched in order to produce net radiation. 
In practice, the correct bunching of the beam may be 
critical to successful FEL operation. 

This state of affairs prompted the suggestion by F. R. 
Buskirk that it should be feasible to utilize the beam-to- 
dielectric coupling scheme demonstrated at Dartmouth in a 
beam monitor application with the purpose of obtaining 
diagnostic information about the beam relevant to its use in 


an FEL. Initial testing of a prototype resonator was 





Performed by E. J. Brown and D. £&. McLaughlin [Ref. 5,6]. 

In the present experiment, different materials and resonator 
geometries were tested to learn more about the methods to 
produce stimulated Cerenkov radiation (SCR) to monitor a 
bunched electron beam from a linear accelerator. 

In a recently published report, F. R. Buskirk and J. R. 
Neighbours [Ref. 7] analyzed the production of Cerenkov 
radiation by a bunched beam in air rather than in a 
waveguide. Their work was concerned with the effects of 
finite interaction regions and bunch characteristics on such 
parameters as radiated power, Cerenkov angle spreading and 
behavior at high frequencies. Also addressed was an 
approach to determine the effects of bunch charge distri- 
bution on the radiated power spectrum. Preliminary 
corroborating results were obtained by A. Saglam [Ref. 8]. 
In this paper the methods developed by Buskirk and 
Neighbours are used to determine the expected effects on the 
Cerenkov radiation emitted by a bunched beam by a number of 


meceii£ic possible bunch charge distributions. 
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ii) EHBORY 


A. SCR WAVEGUIDE MODES 

McLaughlin solved the boundary value problem which gives 
the frequencies to be expected from a hypothetical infinite 
slab resonator coupled to a relativistic beam. The physics 
of this boundary value problem are fundamental to the 
understanding of the resonator, therefore it is summarized 
below. The complete derivation can be found in McLaughlin's 
thesis. PReti@eo:) pp. LL-24] 

Figure 1 shows the dielectric slab used in the experi- 
ment. For the purpose of the theory, the slab is considered 
memoe finite in thickness while extending to infinity in its 
other two dimensions. One side of the slab is in contact 
with a perfect conductor and the space surrounding the slab 
is a perfect vacuum. An infinitely long bunched electron 
beam propagates parallel to the plane of the slab just 
Slightly above the side opposite the perfect conductor. Now 
suppose an electromagnetic wave propagates through the slab 
without attenuation and parallel to the direction of the 
electron beam. The origin of this wave will be considered 
later. Although the wave disturbance exists within the 
dielectric slab, Maxwell's equations require the presence of 


an evanescent wave which extends beyond the surface of the 
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slab {Ref. 9: p. 48-49]. The phase velocity of the wave 
will depend on the slab refractive index, the wave fre- 
quency, the slab thickness and the particular mode. Ina 
manner similar to that which occurs in a hollow metal 
waveguide, the wave may exist in any combination of the 
allowed transverse magnetic (TM) or transverse electric (TE) 
modes for the particular frequency and geometry. Since the 
beam and wave have the same direction, 1f a TM mode is 
present, as it should be, then this mode will have a 
component of its electric field in the direction of the 
beam. This means that electrons i1n the beam will be able to 
exchange energy with the wave ina way analogous to the 
beam-wave exchange in the familiar klystron tube, traveling 
wave tube or in the linear accelerator (LINAC) itself where 
a reverse process allows the waves to give energy to the 
electrons. Under these conditions then, if the dielectric 
thickness is such as to produce a TM mode having a phase 
velocity matching that of the beam electrons, the energy in 
this mode will grow if proper phasing is provided between 
the wave and the bunches of electrons. Note that the beam 
must be bunched since electrons in a continuous beam would 
contribute energy to certain parts of the wave while 
subtracting an equal amount from other parts on the average. 
McLaughlin showed that the frequency which experiences the 


exchange with the beam is 


ike 
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where m (=0,1,2,3....) is the waveguide mode, 1 is the slab 
eae kness, n is the index of refraction, 8B = - (where v is 
the velocity of electrons in the beam and c is the speed of 


ight in vacuum), and « is the dielectric constant of the 


slab material. Using 


€ n 2 JI 2 
n = = eC i) Rae ce) 
O 
equation (2) can be expressed as 
ae 72 
20 =r 
@ -l Z 8 
SS - a D 
£ : ( 5 i i Mm 1 tan n 5 i (3) 
wlgn _-_ = n es ae 
2 2 
B 8 


where n and 1 are the slab properties defined earlier and 8 
1s a beam property. 

The electron velocities from the LINAC are most closely 
matched to the m=l mode phase velocity. McLaughlin's 
attempt to demonstrate such a one-to-one correspondence 
between electron energy and slab frequency was not 
successful. This was probably due to the disparity between 


the assumptions made regarding the infinite slab and the 
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actual slab, in addition to other problems discussed later. 
The 20cm long slab used by McLaughlin is roughly twice the 
separation between electron bunches in the beam. The beam 
is described in greater detail in Appendix A. 

In a paper written subsequent to McLaughlin's, L. J. 
Brown addressed the problems posed in applying the infinite 
slab theory to the finite slab [Ref. 6: p. 12-14]. Brown 
makes the case that although a finite interaction distance 
is used, energy exchange is still expected for that 
frequency having a phase velocity equal to that of the 
electrons. This would also be true for other frequencies 
close to this "tuned frequency". At the "tuned frequency", 
the wave stays exactly in phase with the electron, assuring 
that energy is given to the mode, assuming the correct 
initial phase, so that gain occurs. Now consider an 
electron interacting with a mode near the tuned frequency. 
Bethe phase is initially correct for gain, as the electron 
and mode move, the phase will not remain correct for gain. 
However, for a finite length of resonator, the phase change 
downstream may be small, so that the gain is still close to 
maximum. Of course, if a relative shift of one or any 
integer number of complete cycles were to occur, net energy 
transfer would be forbidden. Brown's argument leads us to 
expect the finite slab to produce SCR but does not account 
for the difficulties encountered by McLaughlin in detecting 


the tuned frequency. We shall return to this matter later. 


iS 





In order to consider the wave-beam interaction, the 
presence of a wave was assumed. Its existence must be real 
in order for the experiments of Walsh to have been 
em@ecessful. Turning our attention to the origin of this 
wave, Walsh's assoclate, K. L. Felch [Ref. 3: p. 71] offered 
the following explanation. Although his remarks were 
intended to apply to a cylindrical resonator, they can be 
extended to apply to a slab which can be thought of as a 
strip of a thin-walled cylinder. As the electrons pass near 
the dielectric, a small amount of ordinary Cerenkov radia- 
tion is produced. This radiation is reflected back and 
forth inside the dielectric corresponding to the modes 
dictated by the system geometry and material properties. 
These fields then interact with the electrons so as to speed 
up some while slowing others down. If more electrons are 


Slowed than sped up, the fields gain energy. 


B. AIR CERENKOV 

In thelr treatment of the subject Cerenkov radiation 
from a bunched relativistic electron beam in air (the 
results apply for any nondispersive dielectric), F. R. 
Buskirk and J. R. Neighbours consider the type of emission 
to be expected when a finite interaction distance exists as 
Opposed to the well know results of Jelly and others 
[Ref. 3: p. 3-7] which were for the case of a single charged 


Darticle moving at constant speed in an infinite medium 
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which produces the familiar cone of Cerenkov radiation. 
Buskirk and Neighbours showed that [Ref. 7: p. 13] the 


radiated power for this situation is given by 





ae = = ae sine 8 oA ® | 2 An ~ (4) 
where 
w = a harmonic of the bunch angular frequency W 
v = electron velocity 
8, = usual Cerenkov angle BO ( = ) 
Z' = 1/2 the pulse length or interaction distance 
Z = spacing between electron bunches 
0, (k) = three dimensional fourier transform of the 


Single bunch charge density. 


Now we recognize that the ratio of interaction distance to 
bunch spacing 2Z2'/Z = N, the number of bunches present in 
the interaction length. Also, the bunch spacing can be 
expressed as 2Z = v2t/w where WG is the bunch repetition 
frequency. Making these substitutions, (4) becomes 

Z 


Pee= —- ou v sin 6 
Ww An fe) Cc 


o_(k) | N (3) 





TO compare with usual formulations, (5) is divided by 
the quantity Nv to obtain energy loss per unit length per 


bunch. This gives 


i) 
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The effects of bunch charge and charge distribution 


(size and shape) on Ea are felt through (kK). TO 


Lo 
examine this effect, we define the charge form factor F(K) 


in the following manner: 


where q is the total charge in an individual bunch. Thus 


F(k) = 3 ie 9 (x) ee r ] (8) 


For the case when |k| = : = 0 we find 
F(k=0) = - \\\ a3r GE), = -1 rdentreally.. (9) 
For the example of a point charge Bj] a atoreall values 


Be k. Using (7) we rewrite (5) as follows to include q and 


E(k) SQoiledel ys 


P = fe ww OV sin 8 q? Fe () N ‘eaep 


Since the actual bunches produced by a LINAC are not 


point charges but have some distribution in space, let us 


consider the next simplest imaginable case, that of 
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spherical bunches having uniform charge density p_ and 





O 
radius ro: 
LDet k* rf = Kru, where u is the cosine of the angle 
between kK and fr. In spherical coordinates, 
d?r = r* sin edrdedg = rdrduds 
Thus, 
Niece p(E)a>x 2n | .ixes 06 r*dudr 
P(<) =  -Sp.-————————_- = Oo 
Eo 
5 2 2 i ikr -~ikr 
ate De | r (xi e - e eu 
0 
4n “0 Z Sinkr 
= q Ds \ r ia dr 
0 
“6 
Se inkr 4d 12 
qk Py he oo nie 1g ( ) 
0 
If we require | K | small (low frequency) then, 
16 
O mee 
_ 4n KG 
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where gues is the mean square radius of the bunch. On the 


Sther hand, if we impose no restrictions on k then (12) is 
evaluated differently as follows: 


~ 
‘e) 








470, 
F(k) = FI { mesInkr “ar 
K= Lcareware 0 
3 
r=r 
= 3 3 4 Sinkr - = coskr i 
(kro) K 
r=0 
3 ; 
- 3 Sinkr. - Kr, coskr, (13) 
Glo...) 
fe) 
lin 
It is easily shown that k + 0 F(kK) = 1 as required. 


Pepolot of this function is shown in Figure 2. If we return 


to (10) and use |k] = = we can express the power radiated 


by the spherical bunches of uniform charge density as 
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Pout e 3 iS a plot of this function. 
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We can investigate the effect of bunch charge 
distribution on emitted power further if we consider other 
examples. We choose as ens onaieie illustrative examples 
bunches which have radial charge distributions described by 
Gausslan, cosine and spherical shell functions but all of 
which have the same spherical shape. We then proceed as 
before to find the respective form factors and power 
expressions. Since the method is identical to that used 
above, the calculations are included in Appendix B to avoid 
repetition. In order to allow a meaningful comparison of 
the results for the various distributions, the calculations 
were performed so that in spite of their different charge 
distributions, the Gaussian, cosine and spherical shell 
bunches each enclosed the same total charge and have the 
Same actual size as the uniform bunch described earlier. 
This effectively normalizes the calculation results with 
respect to the uniform bunch and means that the quantity 
a i ein’ oe q" N in (10) is the same in all cases. 
Figures 4 through 6 may be compared to Figure 3 to assess 


mae eCffect of varying the charge distribution for the bunch 


types considered. 
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Iii. EXPERIMENTAL PROCEDURE AND RESULTS 


The initial experimental setup is shown in Figure 7. 
The dielectric resonator slab was 1/2 inch thick, 20cm long 
ama 5cem wide. The material used, STYCAST 0005, is a 
commerically available dielectric used in microwave 
engineering applications and has a relative dielectric 
constant of 2.54 and low attenuation in the frequency range 
of interest. As can be seen in Figure 7 the slab design 


incorporated a 20 degree bend. 


A. REVIEW OF PREVIOUS EXPERIMENTS 

In the original experiments of McLaughlin a straight 
slab was used. To analyze the signal from the slab, a 
Tektronix Type 491 Spectrum Analyzer (S/A) was used. Due to 
memation level in the LINAC target area, the S/A had to be 
located in the control room to allow personnel access. For 
this reason approximately 75 feet of X-band waveguide were 
required to connect the slab to the S/A. The waveguide 
introduced far less attenuation at the frequencies used than 
coaxial cable, however it did have a cutoff frequency of 
6.56 GHZ. The end of the 5cm wide slab was tapered in width 
and thickness to fit into the open end of the X-band 
waveguide. This was to facilitate the transmission of 


microwave radiation from the slab into the waveguide. 
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FIGURE 7 





McLaughlin found that with the beam on, he obtained a weak 
Signal at the S/A regardless of whether the slab was in 
place. He reasoned that the signal being detected was not 
exclusively SCR from the slab but must be air Cerenkov from 
the beam which entered the waveguide opening. It is 
relevant to note that since a similar signal was detected 
with the slab in place, the air Cerenkov easily propagated 
through the STYCAST slab. At standard conditions air has a 
refractive index of 1.0003 meaning that the Cerenkov thres- 


hold obtained from 


Z i 
1 = Bn 


corresponds to 8 = .9997 or approximately 21 Mev for an 
electron. 

To test his idea, McLaughlin enclosed the slab in a box 
which could be evacuated to eliminate the air. Again a weak 
Signal was observed which did not change when the slab was 
removed from the vacuum box. In this case it was concluded 
that the aluminum box was resonating since it had transverse 
dimensions on the order of a few wavelengths at the expected 
frequency. 

Brown suggested that it was probable that the open end 
of the waveguide would respond as an antenna to the bunched 


electron beam passing near it. This was the reason for the 


Zo 





first use of the 20 degree bend since it would allow the 
takeoff end of the waveguide to be removed from the path of 
the beam by several wavelengths. The vacuum box would have 
required a difficult modification to accommodate the bend 
and it was decided to eliminate it altogether to avoid the 
unwanted cavity modes produced by the metallic box. The 
first tests of the 20 degree bend slab yielded several 
detectable signals which did not persist when the slab was 
removed. It is known that the discontinuity between a 
material of high dielectric constant (e.g., the dielectric 
slab) and another of lower dielectric constant makes it 
possible to confine an electromagnetic wave within the 
material of higher constant [Ref. 9: p. 225]. It seemed 
possible therefore that the observed signal might be SCR 
from the slab, air Cerenkov which entered the slab and was 
ducted into the waveguide in the fashion described above, or 
any combination of these possibilities. To resolve this 
point, Brown enclosed the entire apparatus in a large 
plastic bag which was kept purged with helium and vented at 
its lowest point. This step eliminated the air without 
introducing the problems posed by a vacuum box. At 1.000033 
the refractive index of helium gives a Cerenkov threshold of 
63 Mev. With the LINAC operating at 30 Mev (see Appendix A 
for an explanation of LINAC capabilities) Brown obtained a 


slightly stronger signal when the helium was used than when 
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the identical experiment was performed in air although both 
signals were weak relative to the minimum sensitivity of the 
S/A. The result supported the conclusion that the detected 
signal was indeed SCR and not air Cerenkov although the 
effects of reduced beam spreading in helium were not 
thoroughly investigated nor was it possible to confirm the 


purity of the helium used. 


Bee EFROCEDURE 

The difficulties encountered by McLaughlin and later by 
Brown in working with such weak signal levels pointed to the 
need to somehow raise these levels to workable values. The 
complex nature and uncertainties involved in the process by 
which SCR waves in TM modes negotiate the 20 degree bend in 
the slab and in leaving the tapered end transition to TE 
modes in the X-band waveguide was regarded as too difficult 
to analyze directly within the scope of this work. Instead 
it was decided to make a trial and error attempt to improve 
this transition in hopes of obtaining stronger signal 
levels. Several different designs were proposed for slabs 
which seemed, at least intuitively, to provide good beam- 
Slab interaction while joining the waveguide without 
requiring the latter to be toa closely located to the beam 
path. More STYCAST was ordered from which to fabricate 
these designs. Also, a Waveguide Mixer Adapter for the 


Tektronix S/A was located. This device is used with the S/A 
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momallow GEELICIenE Input Of signals in the 12.4 to 40 GHZ 
range. 

The signals detected during the earlier experiments were 
input to the S/A using a Coaxial Adapter. A 2 foot coaxial 
cable connected a stub antenna inside the end of the 
waveguide to the S/A. The coaxial adapter is recommended by 
the manufacturer for inputting signals in the 1.5 to 12.4 
GHZ range. While awaiting the arrival of the new STYCAST, 
it was decided to repeat the measurements made by Brown 
using the 20 degree bend slab but utilizing the waveguide 
mixer adapter to make the detection of higher frequencies 
possible. With the beam on, the procedure used was to 
search the 1.5 to 12.4 GHZ range with the coaxial adapter in 
place (although only signals above the 6.56 GHZ waveguide 
cutoff were expected), then to replace the coaxial adapter 
by the waveguide mixer adapter and search ‘the 12.4 to 40 GHZ 
range. While first using this method a faulty coaxial 
connector was discovered in the line attached to the coaxial 
adapter. Since this equipment was used in the previous 
experiments and there was no reason to suspect that the 
fault did not exist unnoticed earlier, it is likely that 
this connector attenuated the signals seen by McLaughlin and 
Brown. In any event, 1t was found that with the S/A tuned 
tO a strong signal the defective connector produced the same 


reduction in signal strength as a 20 dB attenuator internal 
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to the S/A which could be switched into the input path. 
Because the earlier signals were near the minimum 
sensitivity of the S/A an attenuation of this magnitude 
would have been serious enough to prevent detection of all 
but the strongest signals. While it may be pointless to 
speculate about what the effects of this defective part may 
have been on the earlier experiments it appears to have been 
significant when considering that the veritable plethora of 
Signals detected here were obtained using essentially the 
same setup. 

Figures 8 and 9 show two other geometries which were 
tested. One used STYCAST and another used polyethylene. 
The spectrum of observed frequencies did not seem to vary 
consistently with geometry but this is not surprising since 
the designs had essentially the same thickness and this is 
the only dimension which according to (3) is expected to 
affect the resonant behavior of the slab. Also, the strong 
Signals detected (some required use of the internal 
attenuators to be on scale) following discovery of the 
faulty connector eliminated the immediate need to test 
other geometries for improved output transition 


Cnaracteristics.: 


ee RESULTS 
Table I shows the frequencies detected using the 20 


degree bend STYCAST slab and a 100 Mev beam. The material 
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TABLE I 


EMITTED FREQUENCY SPECTRUM 


FREQUENCIES EMITTED BY SLAB LINAC HARMONICS 





CA* WMA? 4 
8.49 GHZ 18.0 GHZ 1 2.85 GHZ 
8.55 (3) os , 5.70 
8.59 19.27 B 8.55 
10.25 ikoeil 4 11.4 
11.50 (4) 19.83 5 Wi as 
20.45 6 iL yaaa 
20.58 7 19.95 
pat g AO 
iL Ag, 9 o565 
21.53 10 D515 
21.78 iLL AL As 
ae 19 aa 
DA 13 37.05 
DP? <a9 14 39,9 
AA ISS a) 
Pe ie 
MS 
23.85 
LD Oyo, SE 
ip, 4225. 1 


Zp s / 25269 aio) 
eZ om 2a 97 
(ey aed 728.78 (10) 
Ol / 2924.5 
moo 2 0. 50 
mor, 31/32.81 
IG. 4575 5 6/0 
Geol 733.45 
LG .0:0y 5 565.) 
Commie. 138735.90 
Lier 3 34 90 
en oy30. 10 
eK O ASN? 
Sia 25 
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* Spectrum Analyzer Coaxial Adapter Input 


+ Spectrum Analyzer Waveguide Mixer Adapter Input 
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downstream of the bend was actually polyethylene since 
insufficient STYCAST had initially been available. For 
poly, n = 1.461, however it is not known what 1f any 
fraction of this section should be considered as taking part 
in the resonant process occurring in the straight 20cm 
section since the poly did not lie beneath the beam. The 
left column of Table I shows signals detected using the 
coaxial adapter. The middle column shows those found in the 
range of the waveguide mixer adapter. The right column 
lists the harmonics of the 2.85 GHZ LINAC RF frequency up to 
number 14 which is the highest order harmonic below the 
maximum detectable S/A frequency of 40 GHZ. More will be 
said later about these harmonics; however, the data of 

Table I show that the slab emitted at or very near virtually 
every LINAC harmonic with the exception of the first and 
second which are not propagated by the X-band waveguide. 

The number of the harmonic suspected to produce signals in 
the first two columns of Table I is indicated in 
parentheses. 

The waveguide mixer adapter column of Table I contains 
several double entries. The operational features of the S/A 
basically prevented determining which of the two frequencies 
the S/A was tuned to, meaning that one or both of the 


frequencies listed may have been detected. This rather 
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confusing and ambiguous aspect of S/A operation and its 
implications are discussed in Chapter IV. 

Two other versions of the 20 degree bend slab were 
tested using STYCAST. One used a shortened 10cm resonator 
and the other a longer 30cm resonator section. These both 
generated spectra which were identical to that of Table I 
within the accuracy of the equipment. A design employing a 
90 degree bend shown in Figure 8 was tested. This design 
had the same thickness and width as the interior of the 
X-band waveguide and produced the data of Table II. 

The poly slab of Figure 9 was the largest resonator used 
and was enclosed on every side except the top with aluminum. 
The waveguide pick off for this configuration was in line 
with the beam however and the antenna and air Cerenkov 
reception problems encountered before rendered this design 
unuseable as an SCR source. 

As a check, an air Cerenkov spectrum was recorded using 
the open-ended waveguide in the same position relative to 
the beam path as when connected to the 20 degree bend slab. 
This produced the data of Table III which includes 
frequencies up to 40 GHZ. This had not been done in earlier 
experiments since the waveguide mixer adapter had been 


unavailable. 
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TABLE If 


90 DEGREE BEND X-BAND STYCAST SLAB 


COAXIAL ADAPTER WAVEGUIDE MIXER ADAPTER 
G22 GHZ 24.3 GHZ 
8.54 Zateney 

11.45 24.52 
eZ. D> / ZnO 
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Vo e8e7 275 
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TABLEwI LI 


AIR CERENKOV SPECTRUM 


COAXIAL ADAPTER WAVEGUIDE MIXER ADAPTER 


8 6 GHZ 2c 263 GHZ 
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IV. DISCUSSION 


meee OPECTRUM ANALYZER CHARACTERISTICS 

Because the S/A was used to obtain virtually all the 
data and in some cases produced ambiguous readings, a brief 
explanation of its operation is called for. The analyzer is 
tuneable from 10 MHZ to 40 GHZ. The input signal is hetero- 
dyned with a local oscillator and compared to an inter- 
mediate frequency oscillator. The mixers and other circuit 
components used produce images and harmonics of the actual 
input signal but these undesired signals can be identified 
through careful observation of their behavior in response to 
a change in local oscillator frequency as the tuner lis 
adjusted. However, there is yet another shortcoming which 
is not so easily overcome. Figure 10 shows the S/A control 
panel and Figure 1l is a close-up of the tuner section. The 
dial scales are calibrated to the harmonics of the local 
oscillator fundamental [Ref. 10: p. 2-19]. With the scale 
select switch in position C, bands 4 through 8 which cover 
the frequency range 1.5 to 40 GHZ are monitored. As shown 
in Figure ll, the reticle is aligned with all the bands 
meaning that the operator must have some prior knowledge of 
the range in which detected signals are to be expected or 


some means of determining which of the indicated frequencies 
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SPECTRUM ANALYZER TUNER SECTION 


FIGURE il 
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represents the correct value. The analyzer displays ampli- 
tude versus frequency. The extent of frequency displayed 
along the horizontal display (referred to as the frequency 
window) is adjustable by means of the dispersion control 
Switch which offers several settings from 1 KHZ/div to 
MOMMEZ/aiv. With a display scale of ten divisions, this 
gives a maximum full scale frequency window of 100 MHZ or 
O.1 GHZ. The normal procedure recommended by the manu- 
facturer for resolving the ambiguity is to check for signal 
frequency shifts across the frequency window which are 
coincident with RF center frequency change as the tuner 

is adjusted. For example, with a dispersion setting of 

5 MHZ/div (50 MHZ window) suppose that a signal 1s detected 
which is believed to be at 65 MHZ as indicated in band l. 
Now, 1£ the signal moves horizontally across the full window 
of 50 MHZ as the RF center frequency tuner is changed from 
65 to 90 MHZ (a change of 25 MHZ), then the band 1 indica- 
tion is erroneous and the next higher band should be read to 
determine the signal frequency. Unfortunately, when this 
procedure is attempted in bands 7 and 8 (12.4 to 40 GHZ) 
where the majority of signals from the slab are found, a new 
difficulty arises. Since the maximum full scale frequency 
window width is 0.1 GHZ, the effects of tuning most signals 
across the horizontal frequency scale in these bands 


produces such a small change in the indicated frequency that 
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reliable readings cannot be made. Most of the signals 
detected were broad enough to cover a large portion of the 
display at this dispersion setting which further added to 
the problem. For the above reasons 1t was not possible to 
resolve some ambiguities and some entries in the tables of 
Chapter III contain two values. Perhaps the most effective 
solution to this problem would be to use short sections of 
waveguide having cutoff frequencies matched to the upper 
frequency limits of band 6 and 7 so that once the S/A was 
tuned to a signal it could be conclusively associated with 
one band of indication by inserting the waveguide filter 
sections successively. The design and fabrication of such 
filters was not attempted, however, an existing section of 
K-band waveguide having a 9.4 GHZ cutoff frequency was used 
in line with signals input using the waveguide mixer adapter 
and demonstrated the practicality of this approach by 
blocking low band 6 signals when searching in only bands 7 
and 8. Certainly the use of filters of this type would be a 
recommendation to future users of the S/A for this 


m@eplication. 


B. THEORETICAL POWER SPECTRUM OF CERENKOV RADIATION IN AIR 
The theory for the power generated in the dielectric 
waveguide by the LINAC beam has not been developed. It may 


be useful to compare the experimental results for a 
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dielectric waveguide with a known theory for Cerenkov 
radiation produced by periodic bunches of electrons in air. 
F. R. Buskirk and J. R. Neighbours showed that the 
Cerenkov radiation intensity for a bunched 100 Mev beam in 
air should be coherent microwaves at harmonics of the bunch 
frequency with power rising with frequency until the 
wavelength emitted approaches the bunch length (.525cm or 
57 GHZ for the NPS LINAC) (see Appendix A). Above this 
frequency then, the bunches radiate incoherently as elec- 
trons in a continuous beam would do. The power spectra of 
Figures 3 through 6 depict only the coherent radiation 
according to equation (10). Equation (10) also shows that 
the slope of the function P involves gq, the bunch charge, 
and other quantities which are known. The straight line 
behavior of the P, curves exhibited near w= 0 suggests 
that the slope could be most accurately evaluated in this 
region and (10) could be used to find q. Buskirk and 
Neighbours also showed that the radiation from the bunched 
beam in air should have a strong harmonic content up to the 
20th order (see Appendix A) which is beyond the measuring 
capability of the available equipment. The data of Chapter 
III support this result and it 1s reasonable to expect that 
SCR produced in the beam-slab interaction behaves similarly 
(regarding harmonic content) to the normal Cerenkov produced 


in air. The harmonic content of the air Cerenkov spectrum 
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was successfully demonstrated by A. Saglam in support of 
Buskirk and Neighbour's work [Ref. 8]. Comparison of Tables 
I and III shows clearly that the signal emitted by the slab 
contained not only trapped air Cerenkov and its harmonics, 
but also other harmonics present only in the slab and 
believed to be SCR produced by evanescent coupling of the 
beam to the slab. 

The radiated power and form factor calculations of 
Chapter II, Part B demonstrate the manner in which various 
changes in bunch charge distribution are expected to affect 
the radiation emitted in air. Figure 12 depicts electrons 
being carried along by RF waves in the LINAC. If the 
electrons are evenly distributed in phase with respect to 
the wave, then the LINAC magnet-slit structure described in 
Appendix A will produce square bunches, i.e., ones for which 
all regions along the 17.5 psec or .525cm long pulse contain 
the same number of electrons. Normally the LINAC prebuncher 
and space charge effects will give an uneven distribution of 
electrons with respect to the wave so that as the beam 1s 
bent and swept past the slit, a bunch will emerge having a 
charge distribution which varies spatially. Figure 13 shows 
possible square, Gaussian and cosine charge distributions 
which could result. The radiated power calculations of 
Appendix B suggest that of the types considered, the bunches 


having the cosine charge distribution radiated most 
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efficiently and produced the highest peak power level. This 
is because this type distribution concentrates more charge 
near the center of the bunch than the other types. [In 
Appendix B the frequency at which the peak power occurs is 
seen to depend upon the ratio ola where oe is the bunch 
radius and v is the electron velocity. As an example, the 
peak in the coherent radiated power from uniform spherical 


bunches is shown in Figure 3 to occur for 





Taking v as the speed of light and r, as lcm gives 
» = 48 x 10° or £ = 7.64 GHZ. Since the value of v will 
vary little for high energy electrons the value of ES 
actually determines the frequency of peak radiated power. 
Because of the inverse relation between these quantities, 
doubling CA would halve the peak power frequency. This 
dependence also would allow the value of CG to be determined 
experimentally from a radiated power spectrum such as that 
of Figure 3, although as shown above the typical frequencies 
required to meaSure such a spectrum may extend beyond the 
capabilities of the equipment used here. If such a spectrum 
were obtained experimentally it is reasonable to ask whether 


the functional form of p(r) could be determined from this 


imeermation. In practice this could be a very difficult 
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mask even £or the simple forms of o(1r) used as examples 
here. An actual accelerator is likely to produce bunches 
having much more complex charge distributions and it is 
doubtful that a solution could be achieved in most cases. 
Still, the radiated power curve should allow the deter- 
mination of bunch charge and size and give a qualitative 
insight into the type charge distribution by comparison to 
previously analyzed examples since the physical process 
producing the bunches more or less requires that they have 


some shape similar to an elongated spherold. 


ere CONCLUSION 

The results confirmed the production of SCR; however, 
the failure of the theory to give the actual frequencies 
observed indicates that the beam-to-slab evanescent coupling 
process 1s not understood correctly. To its credit, the 
theory did predict that for a given beam and slab, SCR 
Should depend on only slab thickness. The data taken using 
different materials and geometries confirmed this point in 
so far as changes in other slab parameters did not affect 
the output radiation. The relatively crude apparatus 
produced sufficient signal strength to allow monitoring 
approximately 75 feet away from the slab and equation (1) 
Suggests that stronger signals can be obtained by increasing 
the beam-slab interaction distance. In Part B above it is 


shown that much of the radiated power was probably at 
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frequencies too high to be detected. Also, the spectrum of 
frequencies observed was in qualitative agreement with the 
type harmonic behavior predicted by Buskirk and Neighbours 
for aix Cerenkov from a bunched beam. 

A practical use for a relativistic bunched beam monitor 
which does not disturb the beam has been identified for free 
electron lasers. A cylindrical resonator intended to 
produce high power microwave radiation has demonstrated 
successful operation [{Ref. 3]. In a beam monitor, the goal 
would be to remove as little power from the beam as needed 
for diagnostic purposes. The theory suggests that the 
cylindrical resonator could be scaled down to operate at 
lower power levels. Reference 3 also gives evidence that 
the cylindrical geometry seems to couple to the beam more 
effectively than the slab. This at least agrees with 
intuition since the beam itself has cylindrical symmetry 
about its axis. 

It therefore seems that the most promising direction to 
be taken for further research along these lines would 
involve the use of a scaled down version of a cylindrical 
resonator design similar to that described by Felch [Ref 3: 
p. 145-149]. This type resonator has already been coupled 
to an X-band waveguide with good results by uSing a brass 
stub which protruded from the resonator into the waveguide 


to launch TE modes. Although this design used a quartz 
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resonator, a cylinder made from STYCAST should work well. 
The relatively inexpensive fabrication of two short 
waveguide filters described earlier would greatly enhance 
the usefulness of the not so inexpensive spectrum analyzer 
already Available wt: should also prove worthwhile to make 
an effort to determine the upper limit in frequency of 
detectable radiation from the slab since this apparently 
extended beyond the useful range of the spectrum analyzer. 
If these steps are taken, the cylindrical resonator and 
Spectrum analyzer should be useable as a prototype beam 
monitor. The next step would be to take the data to 
construct as much of the radiated power curve as possible 
and compare to the behavior predicted by equation (10) for 
normal air Cerenkov with the ultimate goal of determining 


bunch charge, size, and charge distribution. 
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APPENDIX A 


NAVAL POSTGRADUATE SCHOOL LINEAR ACCELERATOR 


The linear accelerator (LINAC) used for this experiment 
produces a bunched electron beam rather than a continuous 
one. Three klystron tubes are used to individually provide 
power to each of three ten foot long accelerating sections 
of the Stanford type. An electron gun at the beginning of 
the accelerator injects electrons at roughly 8 = .5. The 
design of the accelerator sections causes the RF energy to 
propagate ina TM mode. This produces a component of 
eeeGtric field in the longitudinal direction which is thus 
available for accelerating electrons. For the present, we 
are interested not so much in the accelerator itself as in 
the beam it produces. 

The injected electrons are quickly accelerated to near 
the velocity of light in their first few centimeters of 
travel. From this point on they essentially gain mass and 
energy as the velocity increases very little. The increase 
in mass "stiffens" the beam and fortuitously simplifies the 
job of keeping the beam straight within the accelerator 
where mechanical tolerances are small. 

The acceleration experienced by an individual electron 


1s dependent on its location with respect to the RF wave. 
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Figure 12 depicts this situation. Although the LINAC design 
incorporates a prebuncher [Ref. ll: p. 37-38] which seeks to 
minimize the waste of injected electrons, an unavoidable 
consequence of this method is that a spectrum of electron 
energies is produced. In order to narrow this energy 
spectrum the highest energy electrons are separated from the 
others by first bending the beam with a magnet then using a 
tungsten slit to block electrons not having the desired 
energy. The bending process distributes the electrons 
according to energy in the same way that a glass prism 
Spreads white light into the various energy components we 
usually think of as colors. As might be expected, the high 
energy electrons which impinge on the tungsten slit are the 
major source of gamma and x-ray radiation produced by the 
LINAC. 

It 1S easy to understand how picking off only the 
electrons riding the crests of the waves in Figure 12 leads 
to a bunched beam. If we let 6 be the phase of an 
electron relative to the peak of the wave, then the phase of 


an arbitrary electron can be expressed as 


ER = Eo cos $4 (Al) 


where ES 1s the maximum electron energy. We assume that 
the magnet is adjusted so that only electrons having 


energies between E, and E,74E are accepted by the slit. 
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We also assume that in order to have this energy, an 
electron must be riding within gue of the crest. Then, 
the energy of the least energetic electrons which emerge 


from the slit is 





Ey - AE = EG cos 6 (A2) 
Ag 
1 - z += cos 4 (A3) 
fe) 
6° 
= l- a (EOr oe small) (A4) 
Z 
> 
o . AE 
LL i: (A>) 
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For the NPS LINAC, one percent energy resolution is used. 


Therefore, (A5) becomes 








/ 2 
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Se ee _ O 
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Equation (A6) states that electrons which have the 
BPeoper energy exist for only 5% of the RF cycle giving a 


bunch duration of 
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The RF wave period of 350.14 psec is 20 times longer 
than the bunch duration time which means that the fourier 
expansion for the beam current should have a strong harmonic 
content up to the 20th order. In fact, the beam is further 
structured because of the fact that the klystrons are unable 
to continuously keep the accelerator filled with the amount 
of RF energy needed and ae’: therefore be pulsed. One 
microsecond pulses are repeated 60 times per second giving 
each microsecond beam pulse a total of 2856 bunches. 

Incidentally, the 2.856 GHZ RF gives the bunches a 
meaearation Of 1025cm while the bunch duration of 17.5 psec 
gives them a length of .525cm. Here again the 20/1 ratio is 
preserved and is a direct result of the design energy 


Mesolution criterion. 
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APPENDIX B 


RADIATED POWER CALCULATIONS 


in this appendix, form factors and coherent radiated 
Power are calculated for bunch types other than the uniform 
spherical example of the main text. The specific examples 
used are bunches having radial charge distributions 


described by cosine, Gaussian and spherical shell functions. 


meee COSINE BUNCH 
Let the bunch charge distribution be dependent only on 


r so that in spherical coordinates it can be described by 


o(r) ae Da cos br 


Then the bunch charge q is found as follows: 


I= \{{ oe Gos br ar 
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Using the definition of F(k) from the main text, 
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u = cos 86 
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eeestituting for pi(r) and adding the limits on r gives 
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Substituting for q gives 


T 1k 1K 
a 1 gS D5 JOS OE 
(>) - 2 5 E - © | E - © | 


Now we use k = w/v and equation (10) from before to 
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sin 


Ee = Wo V sin*e q@Nu — (B4) 





D. NORMALIZATION 

Since we wish to be able to compare the results for the 
four type bunch charge distributions we choose the uniform 
spherical bunch and require the other bunches to have the 
Same total charge and size. In the case of the cosine 
distribution, this requirement specifies the parameter b 


ma terms of Ly Otero Unt torm Dunch : 


For the Gaussian distribution we choose the parameter a 


such that 
sian] =. pr = 0) 
10 
Z 
~ tL 
aa eee 
EGO 10 ECO 
26 
a = 
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The spherical shell distribution is considered to 
concentrate its charge in a shell having the same radius, 


r as the uniform bunch. 


Oo” 
When these substitutions are made, equations (10) from 
the text and (B2) through (B4) are all expressed in terms of 


r, as follows: To simplify these expressions, we have let 


= u ie 2 
A = Zr % v sin’é@.q N 
and 
Fo = al 
Vv 
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These functions are plotted in Figures 3 through 6 of 
wT A wF¥ 
the text in terms of oes For example, lf = = ] 








and we take ry to be 1 cm and v = c, then 


YW = pa — 3_x 107" cm/sec = 3 X 10°29 radian/sec 
to om 
f=>- = 4.77 GHZ 
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